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42 24%05 "L MAX
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DEPTH 0.157MIN oL
( P UNIT:(;:TmM 17PU-H7** 26(1L.02)
17PU-H2** | 30(1.18)
17PU-HO** | 34(1.34)
#EHRE  PIN NO. vs. PHASE 17PUH3* | 38.(1.50)
48 (PHASE) A |ACOM| A B |[BCOM| B 17PU-H1** 42 (1.65)
E>&S (PINNO.) 4 5 6 3 2 1 17PU-HA** | 48 (1.89)
M {t#k Specifications
I 27y7m | KoaTER | wwER | smEm | 7| esosea) B2 7O 1 ug
Model Step Angle | Drive Sequence | Rated Current Resistance | Holding Torque | Inductance Rotor Inertia | Detent Torque Mass
(deg) (A) (Ohms) (mNm) (mH) (g+cm?) (mNm) (g)
17PU-H049U 3.75 UNI-POLAR 1 3.1 105 25 37 25.5 200
17PU-H064U 3.75 UNI-POLAR 0.6 8.3 105 6.4 37 255 200
17PU-H142U 3.75 UNI-POLAR 1.4 23 150 22 62 26.5 300
17PU-H149U 3.75 UNI-POLAR 1 43 150 43 62 265 300
17PU-H249U 3.75 UNI-POLAR 0.8 27 50 2.1 24 8.2 180
17PU-H264U 3.75 UNI-POLAR 0.6 6.9 50 53 24 8.2 180
17PU-H342U 3.75 UNI-POLAR 1.4 2.0 140 1.7 50 294 250
17PU-H349U 3.75 UNI-POLAR 1 36 140 33 50 294 250
17PU-H442U 3.75 UNI-POLAR 1.4 28 190 25 75 441 350
17PU-H449U 3.75 UNI-POLAR 1 4.9 190 5.0 75 441 350
17PU-H749U 3.75 UNI-POLAR 0.9 22 23 1.4 11 2.4 150
17PU-H764U 3.75 UNI-POLAR 0.6 5.6 23 33 1 2.4 150
17PU-H0498 3.75 BI-POLAR 0.7 6.2 145 10.1 37 255 200
17PU-H1428B 3.75 BI-POLAR 1 46 200 9.0 62 26.5 300
17PU-H2498 3.75 BI-POLAR 0.6 5.4 73 8.5 24 8.2 180
17PU-H3428 3.75 BI-POLAR 0.9 4.0 170 6.9 50 294 250
17PU-H4428B 3.75 BI-POLAR 0.9 5.6 250 10.0 75 441 350
17PU-H7498 3.75 BI-POLAR 0.6 4.4 32 5.4 11 2.4 150
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B V7 -ZE—=R¥FE  Torque/Speed Characteristics

Model No: 17PU-H049U,H064U,H049B
Driver: Chopper Dual

Supply Voltage: 24.0 (Volt)
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Model No: 17PU-H249U,H264U,H249B
Driver: Chopper Dual
Supply Voltage: 24.0 (Volt)
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Model No: 17PU-H442U,H449U,H442B
Driver: Chopper Dual

Supply Voltage: 24.0 (Volt)
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Model No: 17PU-H142U,H149U,H142B
Driver: Chopper Dual

Supply Voltage: 24.0 (Volt)
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Model No: 17PU-H342U,H349U,H342B
Driver: Chopper Dual
Supply Voltage: 24.0 (Volt)
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Model No: 17PU-H749U,H764U,H749B
Driver: Chopper Dual
Supply Voltage: 24.0 (Volt)
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